
ST 1033 ST 1050

Designed for the
Professional Contractor

Provides security
and peace of mind

Professional Installation 
Available from: 

 
 
 
 
 
 

• Cast Iron / cast aluminum 

 
• 18 month warranty  
• Energy efficient PSC motor 

 • 

3.8 Amp draw @ 10’
 

• 

Continuous duty rated 
 

• 

Dual Float w/cage 

 • Upper & lower ball bearings

 • Stainless steel shaft  
• 10’ cord length  
• 31’ maximum lift 
• Water cooled (no oil)  
• Dual carbon/ceramic seals

 * Industry average is 9-10 amps * Industry average is 10-11 amps

Competitively priced! 
• Cast Iron / cast aluminum 
• 18 month warranty  
• Energy efficient PSC motor 
• 

4.8 Amp draw @ 10’
 

• 

Continuous duty rated 
 

• 

Dual Float w/cage 

• Upper & lower ball bearings
• Stainless steel shaft  
• 10’ cord length  
• 36’ maximum lift 
• Water cooled (no oil)  
• Dual carbon/ceramic seals

ONLY4.8 AmpsSaves Money!*

ONLY
3.8 Amps

Saves Money!*

1/2 HP

3630 
GPH @10’

1/3 HP

2770 
GPH @10’


